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CONSTRUCTION DETAILS:
A INSTALL NEMA SIZE "6" CABINET AND CONTROLLER BASE MOUNT, WITH ALL NECESSARY
CONTROL AND DISTRIBUTION EQUIPMENT. SHA FORCES TO RELOCATE VIDEO EQUIPMENT | | l
TO NEW CONTROLLER. | | | TN -
AB. INSTALL 27 FT.STEEL POLE WITH 3 IN. ELBOW, 70 FT.MAST ARM, VEHICULAR SIGNAL HEADS, Q
SIGNS, AND 20 FT.LIGHTING ARM WITH A 250 WATT HPS LAMP AND LUMINAIRE. ALSO CUT, <N A
CLEAN, GALVANIZE, AND CAP MAST ARM (NOTE:BAG SIGNALS UNTIL ULTIMATE PHASE). LELJ =
C. USE EXISTING CONDUIT. | L) ‘ |
D. USE EXISTING HANDHOLE. — X 5] REVNS 5 pATE 10/8/03 PHASE I |
E. INSTALL HANDHOLE. | = X A o CONSTRUCTION
F. INSTALL 3 IN. (SCH 80) PVC ELECTRICAL CONDUIT-TRENCHED. : L W ADDENDUM *2 10/11/2001 | |
G. INSTALL 4 IN. (SCH 80) PVC ELECTRICAL CONDUIT-TRENCHED. Redine Revisi | VISION APPROVA - |
H. INSTALL 4 IN, (SCH 80) PVC ELECTRICAL CONDUIT-BORED. R | | e = MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
J INSTALL 24 IN.HEAT APPLIED THERMOPLASTIC WHITE PAVEMENT MARKING FOR STOP LINE. \ © . TO RECONSTRUCEIGN OF MD 450 _y | \ ORIGINAL / l ) Office of Traffic & Safejy
K. REMOVE EXISTING CABINET AND CONTROLLER. AV ] V\ﬁg\‘ | T ERDER TRAFFIC. ENGREERRG BESGN GVIS0 |
L. CAP AND ABANDON OR REMOVE EXISTING CONDUIT. : ® .RECONSTREUCTION DUE TO GEOMETRICS \ON/ TRAFFIC ENGINEERING DESIG’N DIVISION I :
M. PULL BACK VIDEO AND LIGHTING CABLES TO THIS POINT AND REROUTE TO PROPOSED NEW . | 8{’3-9” T T e e VD 450 - WD 193 TO STONYBROOK —- _ 1
CABINET. | | T | | v - | ; |
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